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TAX CREDIYour new SolaMismosquito and insect )
misting system qualifies for a 30% federal tax rebate. This
means that you will receive a 30% tax credit for the entire
purchase amount. Go tevww.RemingtonSolar.conand
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Your new SolaMist mosquito and insect misting system includes:
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1 SolaMist control unit(pre-installed on the main unit)
1 Solar panel with10 foot cord and bracket

1 90 feet tubing

1 20 tubeclips

1 20 spray nozzletips

1 20 tube nozzle tees

1 1 T-connector (for splitting the black fluid hose)

1 1 coupling (clear tubing to black tubing connector)
1 2end cap nozzles

1 Instant remote

1 Battery

1 Pumpassembly(with 4 stainless screws)

1

1 wall charger

Main Accessories.


http://www.remingtonsolar.com/

IMPORTANT!

Your SolaMist needs to be in the shade to keep the battery cool. You may order a solar panel
extension cord at www.RemingtonSolar.com if this is not possible.

Also, your SolaMisteeds to charge for a full day before use. SolaMist is battery powered when

charged from the solar panel. You magiso useincluded chargerAO x Al 1 E& UT O Al 1 ¢
the panel.

Use onlyour special formulated all naturalSolaMist Pro ConcentrateOther brands concentrates
may clog nozzles. Use the SolaMist app to reorder and see updalistiof approved concentrates.
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READ FIRST!IMPORTANT: WINTERIZATION

Freezing can damage the tubing, nozzles, pump, and unisconnect your
unit from the tubing and store it in an enclosed environment during winter
months. At the end of the season, empty your SolaMisiit. Pour

approximately one gallon of environmentally safe windshield washing fluid
into the unit. Run the unit in oneminute bursts until the unit has used most
of the liquid. Failure to do this procedure will void the warranty.

[ QUICK START ®RE J

Your new SolaMist mosquito and insect misting system is the most advanced and
easyto-use system on the market.Your SolaMist system doebhave an optional
plug-in charger.

The controller inside your SolaMistODT EQO EO AAOGECT AA O OOAU
turn it off for the winter months and turn it back on in springtime. Just

remember to give the battery a full charge by connecting it to the solar panel for

at least 4 hours before using.) 08 O As&t@dur séhkedul®dky time Like all

lithium batteries, it is also a good idea to perform battery maintenance

periodically during the off season by charge it once in a couple of months.



This is what you see when
you takeit out of the box.
The cream colored box is
the controller unit.

Inspect to make sure
there is no damage. If
there is, please contact
support@remingtonsolar.
comright away.

The control unit. The
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the smartphone app to
work. So make sure you
check that.

Battery is included but
NOT preinstalled. To
install battery, gently pry
open the plugs on four
corner to reach the
screws that secure the top
part of the controller to

the base.

Inspect the the plug for
the battery to make sure
the two metal prongs are
in good shape.
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Plug in the battery and
secure the battery onto
the base to keep it in place
by using the two sided
mounting tape.

The male and female plug
of the battey has to be
connected correctly.
Check all connections to
make sure they are all
secure. Screw the cover
back on the base and
replace the scew hole

plugs.

To install pump, you will
need to secure the four
rubber feet into the main
unit first by using the
included bolts.

Peel off the protection
covers on both intake and
outtake end of the pump
first.




Push the clear tube onto
the intake endtightly and
screw in the black nut to
secure.

Same method to connect
the outtake line.

Plug the power cable onto |
the controller. Screw in
the blue connecting nut.

Connect the pressure
regulating tube, the small
black tube includedin the
pump assembly.




To set up the network.

Note: Study the layout and condition of the bug free zone you want to create. Two things to
remember:

1. The green egg should preferable be left in a shady area, out of directly sun to keep
the lithium battery healthy.
2. The hub and the main unit need to be within 200 feet of each other.

Start with connecting the Hub
to your internet router using
the provided cable and power.
When it is propertly
connected, power indicator
light and internet connection

{ RGN light should stay steady bright
\* SOLAR blue. If one of them is flashing
red, unplug the power of your
router and controller, wait for
10 seconds and plug them
back in to help bypass tk

firewall.
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Download the APP oryour < solacom © Cancel

smartphone from either

iTune, or Google. == SolaCom
",;62’3‘ SolaMist GET
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s P
the first time you open it, Register

Qegisterdyour account first.

= E-mail
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»
Code SENT

To register, you will need to
- enter your email address and
thenAl EAE O3 A7 O¢
You will get an authenticatio

Forget Register code sent to the email put
in. Type in the code-and click
0. Agdo
Password
E-mail name@email.com
Confirm
Code 123456 39 (s) reset
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Set your password and
O#1 1 £AEOIi &6 8 91
screen.
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scanner in the app.

"SolaCom" Would Like
to Access the Camera

Use to scan QR code to
add device

Don't Allow

This the next screen you will
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() Add device > scanner view window will
open,scan the QR code on the
back of your hub.
< Add Hub You can add the hub by either
raiais oo GOPOTON scan the QR codar, select
okl tpin O. Ax 023 (0OAd

o :ﬂ."nzly the serial number below QR
network the hub. de
New GPRS Hub co '
‘ ) Every Hub has a unigque 1D in
P— the back, this option is used
to add Hub with 1D

Hub is used

Request one of current users
to share the hub,and select

Omt "Share Hub' to add hub by
scanning.
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Now you need to pair the Hub
to the controller. Once the
Hub is added, a new window
will let you add a device, select
OO0AAT 12 AT AA
scan in the QR code on the
controller, which is located on
the side of the controller unit
on the egg.

This screen is what you should To set schedule, touch the
see now. COAAT O3711A-

You can see the battery Note, after you fill the

indicator and a flashing low tank, turn the power

fluid icon. The flashing droplet switch on the controller

will disappear once you fill up  off and on once to refresh

the tank. AT A T AEA 06060
position. Then refresh the
app to turn of the warning.

You can nowset the
schedule like you would
with an alarm clock on
your phone.
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app. You are good to go.

Note: The power on the
main unit controller has to
OAT AET OT16
the app to work.
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